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DIMENSIONS TABLE 
 

BRAKE MECHANISM AS "DIN 15435" WITHOUT 

INSTALLED ELECTROHYDRAULIC THRUSTER 

SERIE "ESM" 

 
"O" 

BRAKING 

MOMENT 

{Nm} 

(μ=0,42) 

 
"C" 

BRAKING 

MOMENT 

{Nm} 

(μ=0,42) 

 

 
BUILT-IN MEASURES 

MASS 

(without 

thruster) 

BRAKE 

DRUM 

(mm) 

"O" "C" DK h1 h2 Hmax N L L1 L2 L3 L4 W Y Z A B d E F T Gmin "O" "C" 

ORDERING CODE 

(WITHOUT EXTERNAL 

SPRING) 

ORDERING CODE  (WITH 

EXTERNAL SPRING) 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
kg 

 
kg 

160 DK 160 - ESM 20/50-O DK 160 - ESM 20/50-C 185 30-220 160 125 5 477 20 530 132 140 340 480 55 85 92 120 55 12 100 152 55 130 15,5 17 

200 
DK 200 - ESM 20/50-O DK 200 - ESM 20/50-C 230 30-280 200 155 5 480 23 590 161 170 368 538 65 105 100 142 55 14 100 152 70 130 19 21 

DK 200 - ESM 32/50-O DK 200 - ESM 32/50-C 350 30-390 200 155 5 480 23 590 161 170 368 538 65 105 100 142 55 14 100 152 70 130 19 21 

250 DK 250 - ESM 50/50-O DK 250 - ESM 50/50-C 745 40-770 250 185 5 522 27 700 200 202 416 618 80 120 120 180 65 18 100 182 90 140 25,4 28,2 

    315 
DK 315 - ESM 50/50-O DK 315 - ESM 50/50-C 940 100-980 315 225 5 600 28 800 244 240 490 730 85 155 145 220 80 18 110 182 110 140 41,2 48,4 

DK 315 - ESM 80/60-O DK 315 - ESM 80/60-C 1490 100-1560 315 225 5 600 28 810 244 240 490 730 85 155 145 220 80 18 110 208 110 155 41,2 48,4 

 

 
400 

DK 400 - ESM 50/50-O DK 400 - ESM 50/50-C 980 250-1035 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 182 140 140 56 60 

DK 400 - ESM 80/60-O DK 400 - ESM 80/60-C 1550 250-1680 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 208 140 155 69 73 

DK 400 - ESM 125/60-O DK 400 - ESM 125/60-C 2480 250-2610 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 208 140 155 69 73 

DK 400 - ESM 250/60-O DK 400 - ESM 250/60-C 3885 300-4080 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 250 140 175 80,5 85 
 

 
500 

DK 500 - ESM 80/60-O DK 500 - ESM 80/60-C 1830 350-1850 500 330 10 811 35 1081 362 360 677 1037 115 245 185 325 130 22 180 208 180 155 115 120 

DK 500 - ESM 125/60-O DK 500 - ESM 125/60-C 2915 350-2950 500 330 10 811 35 1081 362 360 677 1037 115 245 185 325 130 22 180 208 180 155 115 120 

DK 500 - ESM 250/60-O DK 500 - ESM 250/60-C 4480 350-5150 500 330 10 811 35 1081 362 360 677 1037 115 245 185 325 130 22 180 250 180 175 119 124 

 

BRAKE MECHANISM AS "DIN 15435" WITHOUT INSTALLED 

ELECTROHYDRAULIC THRUSTER SERIE "ESM AS DIN 

15430" 

 

 
"O" 

BRAKING 

MOMENT 

{Nm} 

(μ=0,42) 

 

 
"C" 

BRAKING 

MOMENT 

{Nm} 

(μ=0,42) 

 
BUILT-IN MEASURES 

MASS 

(without 

thruster) 

BRAKE 

DRUM 

(mm) 

"O" "C" DK h1 h2 Hmax N L L1 L2 L3 L4 W Y Z A B d E F T Gmin "O" "C" 

ORDERING CODE 

(WITHOUT EXTERNAL 

SPRING) 

ORDERING CODE  (WITH 

EXTERNAL SPRING) 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
mm 

 
kg 

 
kg 

200 DK 200 - ESM 300-50-O DK 200 - ESM 300-50-C 350 30-390 200 155 5 480 23 590 161 170 368 538 65 105 100 142 55 14 100 152 70 130 19 21 

250 DK 250 - ESM 500-60-O DK 250 - ESM 500-60-C 745 40-770 250 185 5 522 27 700 200 202 416 618 80 120 120 180 65 18 100 182 90 140 25,4 28,2 

315 
DK 315 - ESM 500-60-O DK 315 - ESM 500-60-C 940 100-980 315 225 5 600 28 800 244 240 490 730 85 155 145 220 80 18 110 182 110 140 41,2 48,4 

DK 315 - ESM 800-60-O DK 315 - ESM 800-60-C 1490 100-1560 315 225 5 600 28 810 244 240 490 730 85 155 145 220 80 18 110 208 110 155 41,2 48,4 

 

 
400 

DK 400 - ESM 500-60-O DK 400 - ESM 500-60-C 980 250-1035 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 182 140 140 56 60 

DK 400 - ESM 800-60-O DK 400 - ESM 800-60-C 1550 250-1680 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 208 140 155 69 73 

DK 400 - ESM 1250-60-O DK 400 - ESM 1250-60-C 2480 250-2610 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 208 140 155 69 73 

DK 400 - ESM 2000-60-O DK 400 - ESM 2000-60-C 3885 300-4080 400 270 10 739 33 939 297 295 555 850 100 195 155 270 100 22 140 250 140 175 80,5 85 
 

 
500 

DK 500 - ESM 800-60-O DK 500 - ESM 800-60-C 1830 350-1850 500 330 10 811 35 1081 362 360 677 1037 115 245 185 325 130 22 180 208 180 155 115 120 

DK 500 - ESM 1250-60-O DK 500 - ESM 1250-60-C 2915 350-2950 500 330 10 811 35 1081 362 360 677 1037 115 245 185 325 130 22 180 208 180 155 115 120 

DK 500 - ESM 2000-60-O DK 500 - ESM 2000-60-C 4480 350-5150 500 330 10 811 35 1081 362 360 677 1037 115 245 185 325 130 22 180 250 180 175 119 124 
 

Shim plate  (h2)*   -   shim plate set for harmonization of brake axis with drum axis 
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The shoes brake mechanisms from FLUIDOTEHNIC are designed for use 

with ESM series electrohydraulic thrusters in accordance to A.I.S.E. 

standard. Should you require other configurations we can supply the 

mechanism to suit other thruster designs such as: EB, EB-DIN 15430, BL, 

EHT, SZH, TGM, REH, EMG-Ed, or DIN 15435. 

See “ELECTROHYDRAULIC THRUSTERS” Catalogue for more options. 

 

Two Basic types of mechanisms: 

 

- Type “O”,   Brake mechanism requires an electrohydraulic thruster 

with an internal spring. In these versions the torque is not adjustable, and is 

always the maximum brake torque relative to the installed spring. 

 

- Type “C”, Brake mechanism is with external spring. In this case it is 

necessary to install an electrohydraulic thruster without a n  internal spring. 

The brake torque is therefore adjustable and can be read on the torque label 

affixed to the spring tube. 

 

Brake mechanisms can be delivered with or without electrohydraulic 

thrusters installed, as per the customer requirements. 

 

All components are of a robust construction, made of steel castings, and 

designed for the hardest environmental conditions as seen in, Mines, Steel 

Mills, Cement Plants... Brake shoes are made of aluminum alloy, and have 

asbestos free linings, which have a theoretical coefficient of friction of, 

µ=0.42. Other friction materials are available upon request. The assembly comes 

standard with a Self adjuster which maintains the clearance between the brake 

shoe lining and drum automatically, during operation. This means that the 

braking force is always in the optimal o p e r a t i n g  range and does not 

need any special maintenance or daily adjustments. It is important to 

emphasize that all the pins are stainless steel, and are guided by Teflon 

bushings, to accommodate the harshest conditions.  

 

Examples when, “ORDERING  BRAKE MECHANISMS” 
- Mechanism for: drum 315 mm, thruster ESM 50/50, without external spring, without electrohydraulic thruster 

is DK 315-ESM 50/50-0 

- Mechanism for: drum 400 mm, thruster ESM 1250-60 as DIN 15430, with external spring, without electrohy 

draulic  thruster is DK 400-ESM 1250-60-C 

- Mechanism for: drum 250 mm, thruster ESM 50/50, without external spring, with electrohydraulic thruster 

ESM 50/50 C50 R S Z 400V 50Hz is DK 315-ESM 50/50-0/ESM 50/50 C50 R S Z 400V 50Hz 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

TYPE “O” 

TYPE “C” 
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